TUSB3410 VCP Single Driver Installation

This document contains the installation procedure of TUSB3410 VCP single driver on
Windows Vista and Windows XP.

To install the TUSB3410 VCP Driver, run setup.exe located in the installation media. The
progress is shown by the following windows.
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TUSBE3410 Setup is preparing the InstallShield Wizard,
wehich weill quide you through the program setup process.
Pleasze wai.
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Figure 1. TUSB3410 VCP Driver installation progress
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The InztallShield “wizard will install TUSE3410 on pour
computer. To continue, click Mest.

< Back [ Mest » |[ Cancel

Figure 2. TUSB3410 VCP Driver installation progress



TUSB3410 - InstallShield Wizard

License Agreement

Pleaze read the following license agreement carefully.

TUSB3410 VCP Driver Software License Agreement ”~
fwersion 1 as of 27 March 2006) =

Important - Please read the following license agreement carefully.
This is a legally binding agreement. After you read this license
agreement, you will be asked whether you accept and agree to
the terms of this license agreement. Do not click “l have read
and agree” unless: (1) you are authorized to accept and agree to
the terms of this license agreement on behalf of (i} in the case of
an individual, yourself and (ii) in the case of an entity, yourself and «+

(¥ | accept the terms of the license agreement

(1| do not accept the terms of the license agresment
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Figure 3. TUSB3410 VCP Driver Software License agreement.
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Figure 4. TUSB3410 VCP Driver installation progress.




TUSB3410 - InstallShield Wizard
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Setup haz finizhed instaling TUSE3410 on vour computer.
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Figure 5. TUSB3410 VCP Driver installation completion.

Click Finish to complete installation of the TUSB3410 VCP single drivers.

A successful installation is as shown by the Device Manager display below. Inside the
Ports Category, a VCP port is installed.
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Figure 6. TUSB3410 VCP installed.



